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It can be constructed with an inclination of 20 °, 25 ° or 30 ° depending on
Capability of mounting the panels, in 3 landscape or 2 portrait mode, de
Constructed of hot galvanized steel.

The interface kit for P /V panels is alumi
Possibility of different ways on mounti
Economy in construction: wiring,
Faster installation and project o
Significantly reduced mainten
Customizable (any standarc
Robustness and stability o
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AuvatoTnTa KATAOKEVNG KE Ywvia KAiong 20°, 25° 1) 30° avaAdywe TwV amaitroewy T
Auvatotnta TomoBETNoNG TwWV TIAVEN, €iTe O€ TPEIC 0elpég landscape, gite og V0 oelp
Kataokevaopéveg amd xdAufa yaABaviopévo v Bepuw.

To Kit Stacuvdeong Twv O/B mavel gival aloupiviou 1 inox.
Avvatotnta vhomoinong pe macarAoumnén, yewpida n B
2TATIKWG moTonotlnuéveg and tnv TUV HELLA
Otkovopia KaTaoKeung o€ KaAwdiwaon, Kavc
[pnyopotepn cuvapuoAdynon Kat mapd
2NUAVTIKA HEIWHUEVO KOOTOG GUVTHPF
Auvatotnta mPooapuoyng (KAOE st ' r
ZTIRapoTNTA Kal 0TaBepdTnTa TNG
oxeSlaoud Tou CUCTHUATOC,.

QUIKNG, KATA TOV




